
With 2 sheen levels to choose from 
and over 90 species and cuts, 
SanFoot Acoustical Panels open up 
the design process to include exotic 
and domestic species. With Stan-
dard and Custom stain finishes and 
edge options, the design palette is 

virtually endless. SanFoot Acousti-
cal Panels match flawlessly with 
SanFoot Architectural components 
such as SanFoot Wallcovering, and 
SanFoot Glass to provide a project 
wide wood solution.

FINISHES
Available in over 90 beautiful 
natural wood species, SanFoot 
Acoustical Panels can be used 
either vertically for wall  
applications or horizontally, for 
ceiling applications.

FIRE RATING
All of the components in 
SanFoot Acoustical Panels meet 
or exceed Class A Fire Rating 
Requirements as determined by 
ASTM 84 Tunnel Test.

SIZES
Available in standard sizes up  
to 48” x 120” and custom 
sizes and shapes.

WARRANTY
SanFoot Acoustical Panels are 
warranted against workman-
ship and manufacturing defects 
for two years from date of 
purchase.

SANFOOT REAL WOOD ACOUSTICAL PANELS

SanFoot Acoustical

ENVIRONMENTALLY FRIENDLY, FIRE RATED,  
100% RENEWABLE NATURAL WOOD FACES
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UP TO

       NRC
VALUE

1.05



AVAILABLE IN MULTIPLE FINISHES TO SUIT ANY INSTALLATION METHOD

SanFoot Acoustical Panels can be 
utilized in both vertical and horizon-
tal applications, and with a choice of 
edge finishes and installation methods,  
provide a flexible solution for all noise 
attenuation requirements.

The panel composition comprises 
a compressed fiberglass substrate (6-7 
pounds per cubic foot) with a high  
impact fiberglass facing (18 pounds 
per cubic foot). All edges of the  
substrate are chemically hardened.

The faces of the panels are 
wrapped with SanFoot Natural Wood 
Veneer Alumicor.

Where secret fixing is required, 
and edges visible, the panel edges 
can be wrapped with the face veneer. 
If the panels are inserted into grid or 
track, and the edges are unseen, the 
panel edges are left clean cut. Edges 
are square.

There are numerous mounting 
methods to cater for every mount-
ing situation. The most common of  
these are:

STANDARD SIZES
24” x 24”
24” x 36”
24” x 48”
48” x 48”

CUSTOM SIZES
In 2” increments up to 

48” x 120”

PRODUCT - SANFOOT 
ACOUSTICAL PANELS (SAP)

THICKNESS NRC ABSORPTION  
COEFFICIENTS

SAP - 118 1 - 1/8” 0.8

250Hz - 0.27
500Hz - 0.76
1000Hz - 1.02
2000Hz - 1.08

SAP - 158 1 - 5/8” 0.95

250Hz - 0.81
500Hz - 1.05
1000Hz - 0.97
2000Hz - 0.93

SAP - 218 2 - 1/8” 1.05

250Hz - 0.89
500Hz - 1.12
1000Hz - 1.05
2000Hz - 1.04
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